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MAGNETIC SIGN SERIES 
PRODUCT INFORMATION 

Simply attach the suction cup to the Aluminum 
Insert or Aluminum Panel and pull it towards you. 

The Panel will release from the frame. 
Then remove the suction cup from the plate. 

Alternatively, use our Insert Removal Tool. 
Slide the blade in between the Frame and the 
insert and lever the insert out. 

To replace the Aluminum Insert or Panel just slip it 
back into position within the frame.

HOW TO OPERATE

Wall Mount
Door Mount 
Cubicle Screen Mount 
Desk Stand 
Projecting
Hanging 

The Magnetic Signs can be attached to a 
flat substrate with double stick tape and 
silicone, or concealed screw fixing for heavier 
signs if required.

INSTALLATION OPTIONS

Front Opening Unit 

T he Magnetic Sign Series is a slimline 
interchangeable sign system. 

The changeable Aluminum Inserts or Aluminum 
Panels can be easily removed and replaced as 
needed. Single or multiple Insert signs are possible. 

Apply your copy directly to the face of the 
removable Aluminum Inserts or Panels. 

The Aluminum Inserts and Panels can be 
removed quickly and simply using the custom 
Insert Removal Tool or a Suction Cup.

2 Sided Frame 

Standard Aluminum Inserts only. 
Inserts will be flush with Frame 

4 Sided Frame 

Standard Aluminum Inserts 
Inserts will be flush with Frame

•

Suitable for signs 6"or taller

FRAME CHOICES 

Standard Aluminum Insert 
or Aluminum Panel 

Suitable for signs - 1 5/8" High up to 47 1/8" High 

Insert Options: 

Aluminum Panels
Panels sit shy of the frame, they are 1/16" thick

Insert Options: 

•

•
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MAGNETIC SIGN SERIES 

SIZE INFORMATION 

  

The Magnetic Sign Series is available in a wide variety of sizes. You can design your sign using our 
standard width and height sizes. The combination of Standard Aluminum Inserts / Panels is up to you. 
Design the sign to suit your copy and graphics needs.

Magnetic Signs are offered with 2 different Frame Designs and 2 different Insert types.  

FRAMES: 

 •

INSERT HEIGHT OPTIONS:  

SIGN WIDTHS: 

Sign Width Options: For signs with 2 Sided and 4 Sided Frames we recommend: 

8", 10", 12" 14", 16", 18", 20", 24", 30", 35", 40", 45", 50"

NOTE: Other sizes available on request, please contact us with your preferred sizes.

Standard Insert sizes in inches include:
13/16", 1 5/8", 2 7/16", 3 1/4", 4 1/8", 4 15/16" .......increasing in multiples of approx. 13/16" to a 
maximum single Insert height of 47 1/8"

2 Sided Frame Sign:      Suitable for signs from 1 5/8" High up to 47 1/8" High 

    Standard Aluminum Inserts: These extruded Inserts will be flush with Frame.

4 Sided Frame Sign:        Suitable for signs with an overall height of 6" and higher.

The 4 Sided Frame is suitable for 2 different types of Inserts. 

    Standard Aluminum Inserts: These extruded Inserts will be flush with Frame
    Aluminum Panel Inserts: The Panels are 1/16" thick and sit inside the frame not flush with the frame.

Standard Insert sizes in inches include:
13/16", 1 5/8", 2 7/16", 3 1/4", 4 1/8", 4 15/16" .......increasing in multiples of approx. 13/16" to a 
maximum single Insert height of 47 1/8"

Aluminum Panel sizes:
2" ,4", 6",  8", 10", 12", 14" High and so on. Custom sizes are available.

NOTE: Other sizes available on request, please contact us with your preferred sizes.

For 4 Sided Frames:  Choose From 2 Insert Types below

For 2 Sided Frames:    

•
•


